Langkah langkah penginstalan printer termal MP-RP400:
Pastikan Printer sudah dalam kondisi ON, pasang kabel USB pada printer hubungkan dengan PC. Buka CD divernya Prninst - Options - - —
bukafolder Drives dan jalankan file Prninst.exe , lakukan proses penginstalan, sesuai urutan gambar sebagai berikut:

MINIPOS

|| KOMPUTER KASIR

Petunjuk
Pemakaian

MP-RP400

Pminst - Welcome

This wazard wil help you irstall yous priner diver
1F you war to install 3 LISB printer. connect

printer 10 the computet and uss the Windows Found
Hews Hardware wizard instead

Click <Mext> to begn the nstallation procedure.

Version: 5.343
Copyright [C) 20002016 Euro Phie oo
AllFights Ressrved
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Prrilnst - Options - .

Installation Options
Please salect what kind of installation/uninstallation you wish to choose

= Install Printer
Instells one or multiple printers on the system.

[ Es ][ Hew ;@wml Ne
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Prrlnst - License Agreement . e =
[
License Agreement
Please read the following license agreement caretuly.

NICELABEL PRINTER DRIVERS - WINDOWS
DRIVERS FOR THERMAL PRINTERS
LICENSE AND LIMITED WARRANTY

NiceLabel Printer Drivers are frue Windows printer drivers that can be used for label printing
by the NiceLabel software products or any third-party Windows appication. Optimal results.
and fastest printout speeds can be best ablained from the MiceLabel software products.

The anly twa allowable distribution channels of ficeLabel Printer Drivers are from the
NiceLabel CD-ROWDVD and downlosdsble distributions on the NiceLabel websie
(hitp:fiwww micelsbel com). You may not distribute, lease or rent NiceLabel Pritter Drivers =

@ | accept the teims in the license agreement

I do ot accept the terms in the license agreement

Help < Brevious |i?im>
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Prrlnst - Selecting the printer -
r

[ Ea

Seleot Printer
Please select the manufacturer and printer pou want to instal

Select the manufacturer snd model of your priter. I the diiver s n & different folder o your
priler came vath & diver media, cick <Change locaiorn. If your peinter is not feled. consul
you pries documentation for & compaiible pinter

Manufacturere Pintets.

| (Fongta _________________| Rongta AP2ie: Sesies
Flongta AP35

| Fongla AP

Flongla A5 Seres

| Flongta RPBiot Sesies

Change location,

[ Bt J[ gep | <Pe .I Hest > I

Langkah 4. pilih Rongta Rp4xx Series

Printer Options
Please select port. pinter name and language.

Enter the name for wour printer. Also. select the port your printes is connected to. When pou are
done, select <Finishy to install the printer and add an ican to the Printers folder.

Diver version 51156331
Printet name: Flongla AP Series
Ayailable ports
logistic-pc - id TCP/IP Port
LPT1. [ A
LPT2
BT3 [ DeketePon.
SHRFAX: E
RPSPait -
[ 1 want to use this printer as the Windows default printer
Select language: [En]lish - ]
] oo [<Evious | _Erun_]
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Pralnst - Install Printer e - -

Installing Printers
To stop the installation press <Cancel> button

Copying driver files o the spstam
-hdivers\wE4\{ad1 cc0c5-eal0-4160-9e93-5232d03d 6L ARONRPL<A BAD

Langkah 6 : Tunggu proses installasi selesai

Penlnst - Process - -

The driver is locked by another process
Close applications locking the driver, and press <Next>

SplwWowB4_exe (Thunking Spooler) process was found running on

|1 the system_ It helps all 32bit applications to be able to print on
64bit systems. To continue the installation. Printer Install Wizard
needs lo restart this process. By doing so. this can unpredictably
influence any 32-bit applications that are using windows drivers for
piinting. Please save your work in any such applications and close
them befote continuing installation.

Langkah 7

SUCCESS (=S |

Printer installed

(81,4 Cancel

Selesai




Pengaturan Port dan Test Print Pada Printer RP400 IR 3 - Pemilihan Port Yang digunakan
1. Jika proses penginstalan telah selasai buka Device & Printer pilih Rongta RP4xx Series Klik kanan pilih [ ] pilihlah (centang) USB/ Lan Port sesuaikebutuhan Lalu Tekan Apply Contoh pada langkah a atau langkah b
Printer Properties untuk lebih jelasnya perhatikan gambar berikut: | terakhir tekan Print Test page padaTab General untuk lebih jelasnya lakukan seperti gambar berikut:

port
For which device do you want to add a port?

Adiadeice  Addapreles  Seewhalspintig  Minagedelah piers P senerpropeies  Remave device D T e [59) Romgte RPdcs Series Propertics M. -
= Devices 4
Priter Settings | Stocks | Language | Barcode Fonts | Command Forts | About
‘_: & | Printer Name or P Address: 192168181 General | Shamng | Ports waed | Color Management | _Securty
i} g | Port Name: 192168187
. s 4 Rongta RPxx Series
Seckoveus  OTI0LE Fuspe
5 SC1 Citom | -
Deves
« Pringers and Faees (4)
W Print to the following port{s). Documents will print to the first free
y - . checked port.
/ —
ot L €,
| " z
S g 9 ey Deseription Printer
esai for Jowanzrs | Changa| L Printer Port
LOGETICPC : e Serial Port
V| Setasdeta priesc p Serial Port 3
Prining preferences i Cancel Serial Port
s i — — Serial Port
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Trvbtahost
[
propanis - — Add Port... Delete Port 1| configure Por...
Add Standard TCP/IP Printer Port Wizard
H : f HE : -—
2.setelah terbuka jendela Rongta RP4xx Series properties pilihlah Tab Port pastikan P e DlEnable bidectional suppart
H 1 H H H H 1 . Windows i det TCPAP d wil when finished. 1
USB Port telah ada, apabila kita inginmenambahkan Lan Port ikuti langkah berikut: | o e e et e B e ke poskng
) Fiongta APdu Series Properties ==
Prvter Semngs | Stocks | Languags | Barcode Fores | Command Forma | Aboun
Geoersl [ Shamg | Poto | Advanced | Cobr Manspement | Secuty [ Z Help
. . Detecting the TCP/IP port... [_Cancdl =
g oot Windews will autamatically mave to the next page when the detection is done. !
Langkah a
|
Brint 10 the follwing portis), Documents will pint 1o the first free x _
cherked port : Es,. % Rongia RPAxx Scries Properiics [
Pot Description Printer 7
IPT2:  Printer Port Prter Settings | Stocks | Language | Barcode Forts | Command Fonts | About
COMIL:  Seial Port General | Shamg | Pots | Advanced | Color Management | Securty
COM2:  Sesial Port =
o = B
ALE:  Prntto fle
@ -
; B N Brint to the following port(s). Decuments will print to the first free
AddPon | [ Deesbon ] [ ConbawePor = ) b e pet
9] Enable bidinectional suppert Langkah 5 Port Description Printer =
Egable printer poing prr———
[C] cOM4:  Serial Port
FIFLE  PrinttoFile
o= = Add Standard TCP/IP Printer Port Wizard I 1 i
I =
Adduional port information required
Langkah 1 ‘The device could not be identfied. Standard TCP/IP Port  Rongta RPdhoc Series
rPrintar o @‘ The device is not found on the network. Be sure that [ AddPor. ] [ peetepor ] - ;éﬁﬁgﬁmPu;l‘,. |
— —— — - 1. The device is tumed on. "
AT R e 7| Enable bidirectional support
Availabl rt e 3. The device is properly configured. " i &
Available port types 4. The address on the pmlnusgpugzls comect. | AFasshe primtespeotng

Local Port 5 3

= | If you think the address is not correct, click Back ta retun to the previous page. Then cormect the

Standard TCP/IP Port || address and perorm another search on the network. If you are sure the sddress is correct, select the
device type below,

| s —
Device Type (coConcal | [ Zop

[ |
© Standard | Genesic Network Card z]
Langkah b
Custom etting.
l 9 Rongte RPd Series Properics NI T ]
I I |
New Port Type... Mew Port... Cancel | proy —
1 e — E—
i
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_— Add Standard TCR/IP Printer Port Wizard
Add Standard TCP/IP Printer Port Wizard ) -—— 2 Location:
Completing the Add Standard TCP/IP
Welcome to the Add Standard Printer Port Wizard Spo—
TCP/1P Printer Port Wizard
Vou have selected  port with the following characteristics
This wizard helps you add a port for a network printer.
Before continuing be sure that: Modek Rongta RPdx Series
L. The device is tumed on. SNMP: No :
2. The network is connected and configured. i RAW, Port 0100 eatures
Color: No Paper available
i R Double-sided: No User defined ,
Port Name: 192168187 Sk Lebsiown
Adapter Type: Generic Network Card Sk ki

Maximum resolution: 203 dpi

| prsferences.. W Print Test Page

To complete this wizard, click Finish,

<Bock [ Fnsh ||

To continue, click Next.
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