MINI-POS

| KOMPUTER KASIR

Petunjuk
Pemakaian

MP-RP58

Langkah langkah penginstalan printer termal RP38:
Masukkah cd kedalam cd room dan buka folder RP58Driver&tool dan jalankan file RP38setup.exe, lakukan
proses penginstalan, sesuai dengan urutan gambar sebagai berikut:

15) Setup - RPS8 Thremal Printer Driver [ [t

Welcome to the RP58 Thremal Printer
Driver Setup Wizard
This wil instal RPS8 Thermal Printer Driver on your computer,

It is recommended that you close all other applications before
continuing.

Click Next to continue, or Cancel to exit Setup.

Next > J Cancel
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gsl Setup - RP58 Thremal Printer Driver

License Agreement
Please read the following important information before continuing.

Please read the following License Agreement. You must accept the terms of this
agreement before continuing with the installation.

ISOFTWARE LICENSE AGREEMENT -

IMPORTANT - PLEASE READ CAREFULLY! The software you are about to download
wil be licensed to you, the licensee, on the condition that you agree with us to the
terms and conditions set forth in this legal agreement. PLEASE READ THIS
AGREEMENT CAREFULLY. YOU WILL BE BOUND BY THE TERMS OF THIS
AGREEMENT IF YOU INSTALL, DOWNLOAD, COPY, OR QTHERWISE USE THE
ISOFTWARE. If you do not agree to the terms contained in this agreement, please
do not instal or download the software. Please record the date of download in
jorder to activate the imited ninety (90) day wamranty (see below).

@ Taccept the agreement
I do not accept the agreement

<Back [l MNext> l Cancel
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48) Setup - RP38 Thremal Printer Driver )

Select Destination Location
Where shoukd RPS8 Thremal Printer Driver be installed?

| Setup wil install RPS8 Thremal Printer Driver into the folowing folder.

To continue, click Next, If you would lie to select a different folder, cick Browse.

Browse...

At least 6.8 MB of free disk space is required.

i’ < Back I Next > ] Cancel
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9 Setup - RPS8 Thremal Printer Driver

Ready to Install
Setup s now ready to begin instaling RP58 Thremal Printer Driver on your
computer.

Click Install to continue with the installation, or click Back ¥ you want to review or
change any settings.

Destination location: -
C:\Program Files\RPS8Drv
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15/ Setup - RPS8 Thremal Printer Driver o 2

| Installing
Pleasa wait while Setup installs RP58 Thremal Printer Driver on your computer.

Finishing instalation...

Rp58install

Add Printer:RP58 Printer(1) successfully!
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Completing the RP58 Thremal Printer Driver
Setup Wizard

Setup has finished instaling RP58 Thremal Printer Driver on your
computer.

Click Finish to extt Setup.

18) Setup - RPS Thremal Printer Driver |

Selesai




Garansi Produk

MINI-POS menjamin bahwa peralatan komputer kasir, peripheral, aksesories
dan komponen-komponennya bebas dari segala bentuk kerusakan dan
kesalahan produksi dengan kondisi sebagai berikut :

Garansi Berlaku apabila:

e Garansi berlaku 12 bulan untuk peralatan komputer kasir dan peripheral, 1 bulan
untuk kabel antarmuka, 3 bulan untuk adaptor dan battery dan 12 bulan jasa
service terhitung dari tanggal pembelian pelanggan.

Pelanggan dibebaskan dari biaya perbaikan kerusakan yang disebabkan karena
cacatbahan atau kesalahan pabrik selama masa garansi.

Perbaikan harus disertakan kartu garansi dan atau nota pembelian.

o Jasagaransiini tidak termasuk biaya yang dikeluarkan untuk pengiriman.

Garansi tidak berlaku apabila :

o Peralatan komputer kasir tidak mempunyai kartu garansi resmi MINI-POS
Indonesia.

Apabila kerusakan peralatan komputer kasir akibat dari kesalahan pemakaian,
terkena cairan, masuk binatang kecil, kerusakan fisik atau force majeur pada
umumnya.

Apabila peralatan komputer kasir di rusak, diganti atau direparasi di tempat selain
servis center resmi MINI-POS Indonesia.

Apabila segel dan nomer seri dihapus, di rusak, diganti dan menyebabkan
kesulitan untuk mengenali mesin komputer kasir tersebut.

Kerusakan mesin akibat bencana alam, petir, gempa dan kejadian alam lainnya.

Komponen yang cacat atau rusak akan diperbaiki atau diganti oleh MINI-POS.
Bila terjadi penggantian komponen, maka komponen yang cacat atau rusak
menjadi milik MINI-POS Indonesia. Hubungi toko terdekat untuk mendapatkan
informasi lebih lanjut atau ke Service Centre : 031-592 9339

KARTU GARANSI

Untuk Konsumen

Garansi berlaku hanya jika kartu garansi diisi sebagaimana mestinya, dicap dan
ditanda-tangani oleh toko/reseller.

Nama Pelanggan:

Alamat:

Telepon:

Model Produk :

Tgl Beli :

Serial Number:

Cap dan Tanda-tangan Toko

WwWw.mini-pos.com

Pengaturan Port dan Test Print Pada Printer RP58
1. Jika proses penginstalan telah selasai buka Device & Printer pilihnRP58 Printer Klik kanan pilih
Printer Properties untuk lebih jelasnya perhatikan gambar berikut:

(47 ] 4
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2.setelah terbuka jendela RPS8 Printer properties pilihlah Tab Portpindahkan yang pada
awalnya LPT menjadi USB kemudian Apply, langkah terakhir tekan Print Test page pada
Tab General. untuk lebih jelasnya lakukan seperti gambar berikut:

{ish RPS8 Printer Properties ===
L Security Device Seitings | About |
General | Shammg |  Pons |  Advanced | Color Managemert |
L
- [RP58 Printer]
Leocation:
Comment:
| Model: RPSSEN
Features
Color: No Paper available:
Double-sided: Mo Printer 58(48) x 3276 mm -
Staple: No
Speed: Unknown
Maximum resolution: 203 dpi =
Preferences... ] [ Print Test Page ]
res ]| oo
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= RPS8 Printer Properties =)
General Sharing Pots | Advanced |  Color Management
ssgj  RPS8Printer
Print to the following port(s). Documents will print to the first free
checked port.
Port Description Printer E
| [E]LpT1:  Printer Port s‘
B p12: Printer Port 7
B Lp13: Printer Port
[F] COMI:  Serial Port
[7] COM3:  Serial Port
[[] COM4:  Serial Port
[7] COMS:  Serial Port =
| Add Port... ] L Delete Port | [ Configure Port...
Enable bidirectional support
[] Enable printer pooling
[ ok J[ Camcel ][ Aeply |
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-
=5 RPS8 Printer Properties ===
Secunty | Device Settings | T ]
General | Shang | Pots | Advanced | Color Mar |
s  RPSS Printer
Print to the following pert(s). Documents will print to the first free
checked port.
| Port Description Printer =
|1 COMS: ~ Serial Port
}I; COMT:  Serial Port :|
[] COMS:  Serial Port 3 f
] COMS:  Serial Port \
[[) COM9:  Serial Port
[ FILE: Print te File
[E2] usB003  Virtual printer port for... RP58 Printer, GP-76351I, GP-5890 [
[ Add Port... ] [ Delete Port ] [ configureport.. |
Enable bidirectional support
[7] Enable printer pooling
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@5 RPS8 Printer Properties ||
Securty | Device Settings [ About .
General Shanng | Pons | Advanced |  Color Management
=) [RP58 Printer]
Location:
Comment:
Model: RPSSEN
Features
Color: No Paper available:
Double-sided: No Printer 58(48) x 3276 mm -
Staple: No
Speed: Unknown
Maximum resolution: 203 dpi -
[ preferences.. || PrintTestPage |
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